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GYPSUM PIDDUCTS 

GYPSUM VENEER BASE 
5/8" x 48" WIDE TYPE X 

FOR VENEER PLASTER 

BULLET! N NO: · B-l5C 
DATE: 6-J-75 
PAGE: 1 of J 

CANCELS: 
DATE: 

B-15C 
7-3-69 

l f\ 0\" ;• (/ v 

• 

l 

• 

PRODUCIN~ PLANTS: Long Beach, Antioch, Seattle, Jacksonville and Delanco. 

Core Formula {lbs/tfSF) 
Long Delanco & 
~ Anj;ioch S~attle J:acksonville 

Board stucco (S-1, S-2) 1625-1800 1625-1800 1625-1800 1625-1800 
i 

i 
Glass Fiber (B-G-1) ).8-4.2 3.8-4.2 3.8-4.2 J.S-4.2 

'· 

Vermiculite Ore (.RM-B-28) 22-25 22-25 22-25 22-25 I 
I 

Paper Fiber (B-G-1) 12-15 12-15 12-15 12-15 

Starch (B-G-1) 9-12.5 9-12.5 9-12.5 10-12.5 

Dextrose (RM-B-3) O-J 0-3 0-J 0-J 

Core Foaming Agent: 

A1S (B-G-1) 0.2-l. 7 --- --- 0.2-l. 7 
AAS (B-G-1) --- 0.2-1.0 0.2-1.0 ---

Lignin none none none none 

End Trim (B-G-1) 25-35 10-30 25-35 25-)5 

Potassium Sulfate (B-G-1) 0.5-J.O 0-2.4 0.5-3.0 0.5-J .o I 

Retarder {B-G-1) none 0-0.5 none none ' 

' Hydrated Lime {RM-P-3) 0-0.5 0-0.5 0-0.5 0-0.5 

I! 
Paper Liners: Grade 7004 Coreboard paper for both sides. 

may be used on back of 48" wide Veneer Base. 
Grade 7002 Greyback paper I 

I 
I 

Paper shall be free from quick saturation points. ' I 

I 
' OPERATING SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for general specifications) li 

1. Core lhx aj; the Mixer - Follow test procedures specified in B~lletin T-5. 
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2. Slurrv Setting Time - 2 to 4-3/4 minutes 

KG2001454 


